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I. INTRODUCTION

The extended abstract should summarize the content of the paper, indicating its aim, starting point, original contribution and conclusions. Participants wishing to submit a paper are kindly invited to send an abstract of one or maximum two A4 pages as attachment by e-mail. Abstract should be prepared by use of Microsoft Word versions 6.0 or later. 

When you submit your abstract, print it in two-column format, including figures and tables. You will have the greatest control over the appearance of your figures if you are able to prepare electronic image files.

II. General norms

The text should have justified right and left margins, in font type Times New Roman, size 10 and are single spaced with no indentations.

The following styles and sizes must be used:

· Title: 14 pt, bold, centred,

· Name of Author(s): 10 pt, bold, centred.

· Institution, address and e-mail: 10 pt, centred.

· Titles of each Section, Subsection, and References: 11 pt, Capital.

· Main body text: 10 pt, right and left justified.

· Figure captions: 9 pt, centred. 

· Table captions: 9 pt, small caps, left. 

Margins:

· Left
 – 18 mm,

· Right
 - 18 mm,

· Upper
 - 22 mm,

· Lower
 - 22mm,

· Width of column – 84 mm,

· Space between columns – 6mm.

III. Units
Use either SI (MKS) or CGS as primary units. (SI units are strongly encouraged.) The SI unit for magnetic field strength H is A/m.
IV. Figures and Tables
Large figures and tables may span both columns. Place figure captions below the figures; place table titles above the tables. Please do not include captions as part of the figures. Do not put captions in "text boxes" linked to the figures. Do not put borders around the outside of your figures.
Use the abbreviation "Fig." even at the beginning of a sentence. Do not abbreviate "Table." 

Photographs and greyscale figures should be prepared with 220 dpi resolution and saved with no compression, 8 bits per pixel (greyscale). Colour figures should be prepared with 400 dpi resolution and saved with no compression, 8 bits per pixel (palette or 256 colour). 
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Figure 1. One phase winding configuration in the 3D FEM model  (part of the stator core and end zone).
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Figure 2. Modified d-axis equivalent circuit for induction motor dynamic model

Tables are numbered with Roman numerals

    TABLE I Units for Magnetic Properties
	Symbol
	Quantity

	B
	magnetic flux density

	H
	magnetic field strength

	(
	permeability


No vertical lines in table. 

V. Equations

Number equations consecutively with equation numbers in parentheses flush with the right margin, as in (1).

Expressions and equations must be centred. They need to be numbered as follows: 
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                       (1)
References within the text will have the number of the equation within curved parenthesis, as in the case of (1). Variables will be in Italics, constants in Normal, and matrices in Bold.
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VI. References

Number citations consecutively in square brackets [1]. The sentence punctuation follows the brackets [2]. Multiple references [2], [3] are each numbered with separate brackets [1]-[3]. When citing a section in a book, please give the relevant page numbers [2]. 
In sentences, refer simply to the reference number, as in [3]. Do not use "Ref. [3]" or "reference [3]" except at the beginning of a sentence: "Reference [3] shows ... ."  

The Reference list must appear numbered in square brackets in the last (non numbered) section and should have the following structure:

· Author(s)

· Title of the work or article 

· Journal, conference, book or thesis, in italics

· Publisher, in the case of books

· Page numbers if necessary (example: pp. 32-36)

· Place and date of publication (with books and theses, the year of publication is sufficient).

[1] Tatis K., Kladas A., Tegopoulos J., “Harmonic Iron Losses determination in Inverter-fed Induction Motors”, International Conference Electrical Machines (ICEM 02), p. 165, 25-28 August 2002, Bruges, Belgium.
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